B M S THE TECHNOLOGY LEADER IN TORQUE TOOLS

KEY FEATURES

Mechanical Torque Wrenches




Display: Sample Settings
Metric & Imperial

Units:
Nm, Inlbs, Hlbs.

Calibration:
IS0 6/7829-2003 & ASME B107.14M
[Calibration Certificate provided).

High Accuracy: +/- 3% Model: MWA335

| Metric Reading: - 302.5 Nm
AB+cath ratchet hagd : Imperial Reading: 223.25 Ftlbs

for easier clockwise

and counterclockwise

operation in tight

spaces.
Bi-directional trigger
Hardened alloy steel mechanism Is mounted
housing for strength on ball bearing for more
and durability, resulting | accurate and consistent
. . . . Model: MWA30
in a slimmer, lighter release under varying : :
| , . » Metric Reading: 27.7 Nm
weight design. operating conditions _ _ |
Imperial Reading: 245.2 Inlbs
Tempered Chrome-Silicon alloy
- springs, similar to automotive
Imperial = | valve springs, assure long-term
Reading - accurate performance
Major I |
Nigere | Ratchet Ratchet  Size ~ Nm Inlbs  Ftlbs  Length Weight No Case + Case
MW30 MWA30 3/8" 4530 50250 311mm .7Kg  .7Kg .9Kg
Minor MW125 MWA125 3/8" 25125 20-90 422mm .9Kg 9Kg 1.3Kg
Metric MW200 MWA200 1/2° 40-200 30-150 460mm 1.03Kg 1.03Kg 1.4Kg
MW335 MWA335 1/2° 65335 50-250 519mm 1.15Kg 1.15Kg 1.5Kg
MW500 MWAS500 3/4° 100-500 70-350 813mm 3.23Kg 3.23Kg 3.43Kg
MW1000 MWA1000 3/4” 200-1000 150-800 1015mm 4.23Kg 4.23Kg 4.53Kg

Ergonomic soft grips

are less tiring and 250 230
320

more comfortable to 335 | 305

¢ 0 4+

use than knurled o1

steel or hard plastic

grips found on most

other wrenches

Easy adjustment:

Pull out locking End Cap and turn
handle to set desired torque.
Locking the End Cap secures the
selected torque.
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