VZ Series

Transformer-less AC type

100V/120V

No-transformer driver, for hard duty

@ Has built-in controller, transformer is required.

@ Can be plugged into an ordinary AC outlet.

@ lts light, slim body is balanced to minimize fatigue of the operator's hand.

@/Both Hios H5 bit and 5 mm hexagonal bit can be used with the standard type.
(excluding VZ-1510,VZ-1510PS,VZ-4508, VZ-4506PS ,VZ-4504,VZ-4504PS model)
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Input PN 120V 120V 120V
Lever Start type Model VZ-1510* VZ-1820 VZ-3012 VZ-4506
Push-to-Start type Model VZ-1510PS* VZ-1820PS VZ-3012PS VZ-4506PS
Output TorqueN-m 0.15-15 04-18 09-3 1-45
Range Ibf+in 1.3-13 3.5-16 7:8-26 8.8 -39
(kgf-cm) (1.5-15) (4-18) (9 - 30) (10 - 45)
'Torque Switching Stepless Adjustment Stepless Adjustment Stepless Adjustment Stepless Adjustment
Unloaded Rotation Speed (rp.m) £10% 1000 2000 1200 600
Screw Size  [Smal Size Sorew 2.0-4.0 2.6-4.0 3.0-5.0 3.0-5.0
(mm) [Tapping Screw 20-30 2.6 - 310 3.0-4.0 2.6-4.0
Bit Type Hios H4 Hios H5 & 5 HEX or 1/4HEX Hios H5 & 5 HEX or 1/4HEX 1/4HEX
Power cable (m) 3m 3m 3m 3m
(Ha) +#1(24 x 40 mm) 1 piece
+#2(24 x 40 mm) 1 piece
>
% = (H5) +#1(@5 x 60 mm) 1 piece | +#1(25 x 60 mm) 1 piece
& Bit +#2(@5 x 60 mm) 1 piece | +#2(@5 x 60 mm) 1 piece
o
8 +#1(26 x 50 mm) 1 piece | +#1(25 x 50 mm) 1 piece | +#1(25x 50 mm) 1 piece | g e rcode
(1/4 HEX) +#2(@5 x 50 mm) 1 piece | +#2(@5 x 50 mm) 1 piece | +#2(25 x 50 mm) 1 piece
-(@5 x 50 mm) 1 piece -(@5 x 50 mm) 1 piece -(@5 x 50 mm) 1 piece —P20
Carbon brush 1 pair 1pair 1 pair 1 pair *3PIN to 2 PIN power cable adaptor is
(Order code) (ACL10-0490) (VZ18-0480) (VZ18-0480) (VZ18-0480) attached (for VZ-1510,VZ-1510PS)
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VZ Series

Transformer-less AC type

220V-240V

M Variation chart
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Screwdriver for
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Unit: mm
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B Accessories for better operation
Pistol attachment Angle attachmer;t {issrebani
PA-18 - PA-18PS ANGLV-Z-CH (For Hios shanks)
Z- For hex shanks
This attachment converts a standard driver ABIGINGZ-0 ! )
to a pistol-style driver. Attach to the end of the driver when there isn't
enough space for a standard driver to tighten
V the target screw.
*Please keep output torque
to within 1.8N + m
Compatible model: [RoHS |
PA-18: Lever Start type only Compatible model:
PA-18PS: Push-to-Start type only Lever Start type only
(excluding VZ-1510,VZ-1510PS model) (excluding VZ-1510,VZ-1510PS model)
Input : "220V-240V 220V -240V 220V - 240V
Lever Start type Model VZ-1812 VZ-3007 VZ-4504
Push-to-Start type Model VZ-1812PS VZ-3007PS VZ-4504PS
Output Torque [N-m 04-1.8 09-3 1-45
Range Ibf-in 356-16 7.8-26 8.8 - 39
(kgf-cm) 4-18) (9-30) (10 - 45)
Torque Switching Stepless Adjustment Stepless Adjustment Stepless Adjustment
Unloaded Rotation Speed (rp.m) £10% 1200 700 400
Screw Size Small Size Screw 2.6-4.0 3.0-5.0 3.0-50
(mm) Tapping Screw 2.6-3.0 3.0-4.0 i 2.6-4.0
Bit Type Hios H5 & 5 HEX or 1/4HEX Hios H5 & 5 HEX or 1/4HEX 1/4HEX
Power cable (m) 3m 3m 3m
(H5) +#1(25 x 60 mm) 1 piece +#1(25 x 60 mm) 1 piece
> +#2(25 x 60 mm) 1 piece +#2(25 x 60 mm) 1 piece
5 i
gt +#1(@5 x 50 mm) 1 piece +#1(25 x 50 mm) 1 piece | +#1(25 x 50 mm) 1 piece Ordercode
4 (VAHEX) | 442(06 x50 mm) 1 piece | +#2(@5x 50 mm) 1 piece | +#2(@5 x50 mm) 1 piece ~P20
2 -(@5 x 50 mm) 1 piece -(@5 x 50 mm) 1 piece -(@5 x 50 mm) 1 piece
7] o Todl - The actual rpm values will vary somewhat
Carbon brush pat pal: 1 pair from the values in the table according to input voltage variation.
(Order code) (VZ18-04808) (VZ18-04808) (VZ18-04808) Please consider the table values as approximate.
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